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Glasurit Undercoats

Spalte1 Spray body filler Wash primer Sanding filler Water filler w-o-w filler UV filler

3M ACCUSPRAY 1.8 1.8 1.8

HVLP 
20.0 psi

(1.38 bar)

20.0 psi

(1.38 bar)

20.0 psi

(1.38 bar)

DEVILBISS PRI PRO P1 2.5 1.6 – 1.8 1.6 – 1.8 1.6 – 1.8 1.4

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

DEVILBISS GTI PRO LITE 110 1.3 – 1.4

29.0 - 31.9 psi

(2.0 – 2.2 bar)

DEVILBISS GTI PRO LITE 1.3 – 1.4

TE 10 / TE 20
29.0 psi

(2.0 bar)

DEVILBISS GTI PRO LITE 1.3

HV 30
25.4 psi

(1.75 bar)

DEVILBISS PRI PRO LITE 1.6 1.6 1.6

14.5 - 29.0 psi

(1.0 – 2.0 bar)

14.5 - 29.0 psi

(1.0 – 2.0 bar)

14.5 - 29.0 psi

(1.0 – 2.0 bar)

DEVILBISS GPI 1  1.6 – 1.8 1.6 – 1.8 1.6 – 1.8 

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)
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ANEST IWATA W-300 / 1.2

UV EDITION
21.8 psi

(1.5 bar)

ANEST IWATA LPH 300 1.2

29.0 psi

(2.0 bar)

ANEST IWATA W-400 / 1.3 – 1.4 1.3 – 1.4

CLASSIC PLUS WB 2
29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

ANEST IWATA W-400 / 1.3 – 1.4 1.3 – 1.4

CLASSIC PLUS WBX
29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

ANEST IWATA WS-400 / 1.3 HD – 1.4 HD 1.3 HD – 1.4 HD

EVO
29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

ANEST IWATA W-400 1.6 – 1.8 1.6 – 1.8 1.6 – 1.8

LV1/2
29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

ANEST IWATAW-400 1.8 1.8 1.8

CLASSIC PLUS BELL ARIA
14.5 - 29.0 psi

(1.0 – 2.0 bar)

14.5 - 29.0 psi

(1.0 – 2.0 bar)

14.5 - 29.0 psi

(1.0 – 2.0 bar)
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SAGOLA 3300 PRO EPA 1.6 – 1.8 1.6 – 1.8 1.6 – 1.8 

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

SAGOLA 4600 XTREME 1.2(XL) – 1.3

DVR CLEAR
29.0 psi

(2.0 bar)

SATAjet 100 BF HVLP 1.7 – 1.9 1.7 – 1.9 1.7 – 1.9

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

SATAjet 100 BF RP P 1.4 – 1.8 1.6 – 1.8 1.6 – 1.8 1.4 1.1

43.5 psi

(3.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

29.0 psi

(2.0 bar)

SATAjet 5000 1.3

HVLP & RP & RP/CC
29.0 psi

(2.0 bar)

SATAJet 5500 X 1.3 O

HVLP & RP

29.0 psi

(2.0 bar)

3M Performance Spray Gun 2 1.6 / 1.8 1.6 / 1.8 1.2 / 1.3 / 1.4

HVLP
20.3 psi

(1.4 bar)

17.4 - 20.3 psi

(1.2 - 1.4 bar)

17.4 - 20.3 psi

(1.2 - 1.4 bar)

20.3 psi

(1.4 bar)


